20-Section Automatic Clamp Carrier
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Quick Machinery Company
9730 Soda Bay Road, PMB 5032
Kelseyville, CA 95451

Phone: (707) 272-6719

Fax: (707) 277-0227

Machine Type:

Model Numbers:

Description:

Dimensions:

Weight:

Electrical Requirements:
Air Requirements:

Price (U.S. Dollars):
Please Contact:

CLAMP CARRIER

A-CCFH-08.5-20, B-CLMP-3.5-32-Q, CD-HACT-08.5, E-
EMDR-20

8.5' width capacity, 20-section Clamp Carrier with (6) heavy-
duty, zinc-plated clamps per section (120 clamps total); quick-
adjusting clamps 32" opening, clamp jaws 3.5" high x 4.75"
wide, with 1A inward draft.

Equipped with fully Automatic Hydraulic Clamp Tightener with
adjustable torque limiter, integral Pneumatic Panel Flatteners
and Electric Motor Drive with fully Automatic Carrier Rotation
Cycle. Two control panels maximize ease-of use. Rack and
pinion carriage traverse system is solid and quiet.

Standard features include heavy-duty frame with 3" main
shafts and 6" I-beam legs, foot levelers, hose tracks, conduit-
encased electrical wires, automatic air line oiler, and high-qual-
ity urethane ynish. Includes toolbox with spare parts and tools.

12'W x 11'D x 9'H

Net: 11,100 Ibs.; Shipping: 11,900 Ibs. (compare!)

220V or 440V 3-ph; 12 amps @ 220V

10 cfm @ 90 psi (5 hp compressor)

$35,150.00 f.0.b. Los Angeles, CA

Kevin Quick at Quick Machinery Company, 707-272-6719






